www.alllandpipes.com

FBE STEEL PIPE

FBE Steel Pipe is a corrosion-protected pipe with a thermosetting polymer layer applied
through electrostatic spraying and high-temperature curing (typically 200-250°C). The coating
forms a chemically bonded, impermeable barrier with excellent adhesion, impact resistance, and
cathodic disbondment resistance. Widely used in oil/gas transmission, water pipelines, and
chemical industries, FBE coating extends service life to over 30 years under harsh environments

(e.g., soil, seawater).

W E.‘ — *Outside Diameter: ®60mm — 3000mm (2" — 118")
‘h_ 4 |
‘l. ‘Wall Thickness: 5.0 —40mm (0.2" — 1.6")
* Quality Standards: ISO 21809-2, CAN/CSA Z245.20,

AWWA C210, NACE RP039

- Length: 6m — 18m (20" — 60")

‘Substrate Pipe: LSAW/SSAW/ERW Steel Pipe (API

5L, ASTM AS53/A106, etc.)
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https://alllandpipes.com/standards/api-5l.html
https://alllandpipes.com/standards/api-5l.html
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Specification
. 60-3000 60-3000 60-3000
OD (mm/ln) (2"_1 18") (2"_1 18") (2”_1 18")
Wall Thickness 5.0-40 6.0-45 6.0-45
(mm)
Basic Specs 6-18 6-18 6-18
Length (m/ft) (20-60') (20-60') (20'-60')
Coating Color Green/Beige/Custom Black (Std) Yellow/Custom
Temp. Range (° -40~100 5 -
Q) (150° C DL*) -40~80 -40~140
Base Layer FBE Primer FBE Primer FBE Primer
. . Copolymer Copolymer
S?ﬁ?&ﬂfe Intermediate Layer N/A Adhesive Adhesive
Polyethylene (2- | Polypropylene (2-
Top Layer N/A 4mm) 4mm)
Intl. Standards ISO 21809-2 ISO 21809-1 ISO 21809-3
. : ' CSA 7245.20 DIN 30670 GB/T 23257
Certifications
Special Certs NSF/61 (Potable i i
p Water)
Cathodic
Compatibility Excellent Good Excellent
Performance Ab‘ras1on Moderate Good Superior
Resistance
Chgmlcal Good Moderate Superior
Resistance
End Protectors Beveleg/jgsm End Same as FBE Same as FBE
Packaging . . Reinforced Reinforced
Interlayer Padding Specialty Spacers Spacers Spacers
Max. Stack Height 3.5m 3.0m 3.0m
Delivery Time 30-60 days 45-75 days 45-75 days
o -
Commercial Payment Terms 30% Dep ost t Same as FBE Same as FBE
70% Pre-ship
Terms 20'GP Container
. 28 MT 25 MT 25MT
Loading
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production process
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Warehouse FBE Coated Pipe Coating inspection [ X )
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External Epoxy Powder Coating Water Cooling End Pipe Grinding
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3PE Anti-corrosion Inlet Pipe | | \— A ) [ P} Electric Spark
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MF Heating  Rubber winding, Polyethylene, BB TS
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